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CHYING YANG AIRFIELD

This report on Ch'ing Yang airfield (24948°N . 118°35?E) has been

25X1D
compiled from a study of vertical aerial photographs taken between ] 25X1D

I ictivity at this airfield prior to this period was

reported in GP/I « 96, dtd 31 May 1955, The runways, taxiways, aircraft

revelments, and many of the buildings and roads appear to be in a stage

of near completion. The only remining construction required for come

pletion of the runway and taxiways is thelaying of a coat of finishing

material (for detailed descriptiocn, see GP/I = 102 dtd 15 June 1955,

lung=Chi Airfield). At the current rate of construction Ching-Yang Air-

field should be serviceable by _ 25X1D
Bummyv. The rummy is approximately 7200' x 180' running NNE/SSW, There

is a 880! x 1557 assembly apron at each end of the rummay.

2 Areas. The main taxiway which runs parallel to the
rumay is 65 feet wide. It widens at two points to form 750' by 120°
parking areas. Thers are four crossovers comnecting the rummy with
the main taxiway, A crossover is located at each end of the runway and
the two remaining crossovers are located 1040! from each end of the raway.
(See fig. 5).
Twelve “U" shaped aircraft revetments are located at the north-west
corner of the airfield., Their inside dimensions are approximtely 65! Yy 65°,
Twenty hexagon-shaped aircraft revetments with inside dimensions vary-

ing in size from 40° by 40' to 100! Ly 100° are located near the Si. corner
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of the airfield, Thelr emtrances are usually smaller than their maximm
inside dimensions, The taxiway comnecting these revetments is also ree
vetted to approximately the same depth,

An aireraft gunstesting range is located in the revetment area scuth =
west of the airfield. The range is completely revetted to the same depth
as the revetments and taxiways and there 1s an extra high wall on the

closed end. The range measurea 130° Yy 500°,

4 _  (See figure 1) Three electronics installations have

been bcated in the vicinity of the airfield. All three are in exact line

with the rumsay and appear to compose a "Bgam Approach lamding System'.

(See fig. 1 for details of this installation,) .

Fugl Storage. POL storage facilitlies are along a loop read located approrxi%

mately 7000* west of the runway. The estimted storape capacity is

approximtely 1,300 metric tons, The fuel is stored 4in approximately

24 bunkers, each of which contalns 12 or 13 separate tanks measuring 5°'

by 10° each, (For a more detailed description, see GP/I « 116 did, 27

July 1955)

BRlldines. The opamtioﬁs bulldings and administration building are

located on the west side of the fleld along the main road leading north

from the airfield. The operations building is a single story structure

approximately 30 by 70 fect with a hexagon-shaped control tower 25 % 2%

feet as a second story. The administration building is an irregular shaped

two-story tmilding measuring approx. 60 by 40 feet for the first story

and 15 by 30 fect for the second story. In this same group of buildings

is a probable coﬁnmications compound with one smell commmications shack,
One hanger, a number of warehousss and other misc, buildings have bee:
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ineluded on the attached map. (Pig. 5). The construction program has not
progresse d fap enough to permit the positive identification of all Hldgs,
Antd=alroraft. The antie-aireraft defense conslsts f 4 batteries of
heavy A& (85 mn) elght batteries «f medium AA (37 mm) and 1 battery of
four AA machine guns plus severa’ unoccupied AA positims, (See fig,

5 for disposition).

Constenetion. A study of avallable photo coversge has reve:led informtion
concerning the proballe nature and rezsons for the checkeretoard pattemns
which have been in rvidence on the runway and taxiwmys,.

Materials. Storage sheds and three mounds of aggregat: were

located at regula® intervals along slde the mmway. There were approx.
15 storage sheds iveraging 100 by 25%. The aggregate in front o” each
storaze shed oovered an area of approximately 150' by 75':. "he agrregate
mounds were depleted as the surfaclng operation progressed.

Suxfacing.

a. Foerms were erected‘w’:iah'compos»d a network of 15 by 15 foot
squ.res. (See fig., 3)

b. A water-based materlal from th: "batching plants" was poured in
alternating squares which formed a checker-board patt.ez;n of
black (newly poured) and grey (not yet poured) squares.

2, The newly roured were then cover:d with a convex canopy for DO
tection from sun and rain wntil they dried. This resulted in a
checker~board pattern of grey (not yet poured) and white (prow
tective canopy).

d., This same process was then repsated for the alternate squares
not yet poured. If this occured before the protective canopies

Approved For Release 2001/08/13 : CIA-RDP78T05694A000200470001-5
SuE aleR Bl

BE ST ATINT U P



25X1D

RTINS

- Approved For Release 2001Iog}“ﬁ%%IA-RDP78T05694A000200470001-5

ware removed, the checkeroboénd pattern would appear as black

(newly poured) and white (protective canopy). If the canopies

had been removed from the previously poured squares, the pattern

would appear black with ancther tone warying from near Hlack

to near white depending on the stage of drying.
#xing, When the surfacing operation was actually under way, a "batchirg
plant” was set up on the edge of the rummy adjacent to the aggregate
mounds and storage sheds. These 25' x 15' “batching plants" are approxi=-
mtely a story and a Lalf high with peaked roof andfj rmes o+ 25XD
conveyors. ruwning from ground level to the top of the building., These
plants were set up wherever pouring was taking place and then moved
when the pouring in that area was completed, Workers in large numbhers
were seen moving between the "batching plants” and the squares being poursd.

Approved For Release 2001/0&13 .6 bf\-R[P78T05694A000200470001-5
NOFORN



F

FIG.3
PHASE 1

[ 117/-1-BASE COURSE

M2 BASE COURSE
c - POUR
5 By

7 FilFE-BASE COURSE
T,_IFl_E PROTECTIVE CANOPY

2"° POUR
PROTECTIVE CANOPY

. [EZEIEE51 AND 2" POUR DRY

FIG. 4
. POSSIBLE CONSTRUCTION OF
PAMB00 =" @ PROTECTIVE CANOPY—

SPREADER RICE MATTING

Approved For Releas€ 2001/08/13 : CIA-RDP78T05694A000200470001-5




////////

Approved For Release 2001/08/13 : CIA-RDP78T05694A000200470001-5

CH'ING YANG /
o AIRFIELD i /
A;icNRArT GUN TESTING AGops/rl 3;2,9255 Il //K\
: I /

POSS. COMMUNICATIONS COMPOUND

/ S
| //7%// \
< %% OPERATIONS BLDG: _ADMIN. BLDG.
mfw Z
" N// ¢ \{ Q) ¢4
Ne==s=

WAREHOUSE AREA =
) ¢/, SHOP
SN eyl " AREA
o

LEGEND
@ HEAVY AA (85MM)

o) MEDIUM AA (37MM)

o) LIGHT AA

(O UNoCCUPIED AA

MATERIAL FOR RUNWAY_
RUNWAY '

1000 [ 1000’




